












APPENDIX B

INTERIM EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

AQUA UTILITIES, INC.

 LAND ‘OR UTILITY COMPANY, INC. SEWAGE TREATMENT PLANT

During the period beginning with the effective date of this Order and lasting until construction of the new facility is complete in accordance with the schedule provided
under items three and four in Appendix A of this Order, Aqua Utilities shall monitor and limit the discharge from outfall 001 at the Facility in accordance with the VPDES
Permit No. VA0060887, except as specified below.  These interim limits shall retroactively apply, if applicable, as of the first day of the month in which this Order becomes
effective.  These requirements shall be construed in light of the Board’s Permit Regulation.

DISCHARGE LIMITATIONS MONITORING REQUIREMENTS
PARAMETER

Monthly Average Weekly Average Minimum Maximum Frequency Sample Type

BOD5 10.0 mg/l NL N/L N/L N/A N/A 1/W 4H-C

TSS 10.0 mg/l NL N/L N/L N/A N/A 1/W 4H-C

TKN (Mar-Oct) 3.0 mg/l N/L N/L N/L N/A N/A 1/W 4H-C

Ammonia as Nitrogen (Nov-
Feb)

2.2 mg/l N/A N/L N/A N/A N/A 1/W 4H-C

N/A = Not Applicable N/L = No Limit
1/W = Once per week
4H-C = A flow proportional composite sample collected manually or automatically, and discretely or continuously, for the entire discharge of the

monitored 4-hour period.
  




